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Measurement

TW55 Flanged / Weld-In  Thermowell (Solid Machined 
to DIN 43772 Form 4, 4F)

Thermowell Style:

Form 4: welded ��
connection

Form 4F: flanged ��
connection

Flange Size:
DIN/EN DN 25 to DN 50 
(ASME 1 to 2 inch)

Pressure rating:
DIN/EN up to PN 100  
(ASME up to 2500 psig)

Flange Face:
To DIN 2526/2527, EN 
1092-1 and ASME B16.5 
standards

Bar Diameter:
18 mm, 24 mm, 26 mm, or 
32 mm

Total length (L): 110 to 410 mm

Bore Size: 3.5 to 11 mm

Options:

Other materials ��
and dimensions 
(consult factory)

Wake frequency ��
calculation

Quality certificates��

Product tagging��

Stainless steel ��
plug and chain

Form 4

Form 4F

Thermowells
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TW55 Flanged/Weld-In Thermowell 
(Solid machined to DIN 43772 Form 4, 4F)

Model TW55 thermowells are manufactured from solid bar stock 

and installed into the process by direct weld, socket weld or 

bolted flanged connection.  

This design of thermowell will accept thermocouples (TC), 

resistance temperature detectors (RTD), as well as mechanical 

and digital thermometers.

Part of Your Business

Applications:
Chemical, process, and apparatus engineering��

High process loads��

Form 4

Form 4F

Flat Face Groove Face
(DIN 2526 Form N, EN 1092-1 Form D)

Raised Face
(DIN 2526 Form C & Form E,

EN 1092-1 Form B1 & Form B2 )

Ring Type Joint Tongue Face
(DIN 2526 Form F, EN 1092-1 Form C)

Flange Faces

Part 
Number

TW55-X-X-XX-X-XXX-XX-XXXX-
XXXX-XXXX-XX-XX

1 Thermowell style

Code

6 Form 4 (welding connection)

7 Form 4F (flange connection)

2 Bar diameter [ØF2]

1 18 mm

2 24 mm

3 26 mm

A 32 mm

3 Instrument connection

SD M14 x 1.5 female

SG M18 x 1.5 female

SI M20 x 1.5 female

TH M27 x 2 female

TD G 1/2 female

TE G 3/4 female

UD 1/2 NPT female

4 Bore size [Ød1]

H 3.5 mm (0.138 inch)

F 7.0 mm (0.276 inch)

N 9.0 mm (0.354 inch)

R 11.0 mm (0.433 inch)

5 Flange size

I EN 1092-1, DN 25

K EN 1092-1, DN 40

L EN 1092-1, DN 50

S DIN 2526/2527 DN 25

U DIN 2526/2527 DN 40

A ASME 1 inch

C ASME 1 1/2 inch

D ASME 2 inch

W DIN 2526/2527 DN 50

Z Without

6 Pressure rating

M PN 6

P PN 16

Q PN 40

R PN 63

S PN 64

T PN 100

D 150 psig

E 300 psig

H 600 psig

K 1500 psig

L 2500 psig

Z Without

7 Flange face

K EN 1092-1 Form B1

L EN 1092-1 Form B2

M EN 1092-1 Form C

N EN 1092-1 Form D

E DIN 2526 Form C

F DIN 2526 Form E

G DIN 2526 Form N

H DIN 2526 Form F

A FF (flat face)

B RF (raised face)

C RTJ (ring type joint)

D RFSF (raised face smooth finish)

Z Without

8 Material

G3 Stainless steel 316/316L

G1 Stainless steel 304/304L

F1 Carbon steel A105

G5 Stainless steel 310

G6 Stainless steel 321

G8 Stainless steel 347

G4 Stainless steel 316H

G2 Stainless steel 304H

H1 Carbon steel F11

H2 Carbon steel F22

H3 Carbon steel F5

H4 Carbon steel F9

H5 Carbon steel F91

B1 Inconel® 600

B2 Inconel® 601

B3 Inconel® 625

C1 Incoloy® 800H/HT

C2 Incoloy® 825

A5 Titanium Grade II

D1 Monel® 400

E1 Nickel 200

E2 Nickel 201

A2 Hastelloy® C-276

A1 Hastelloy® B-2

A3 Hastelloy® C-4

I1 Stainless steel 410

I2 Stainless steel 446

A4 Hastelloy® C-22

L6 Stainless steel duplex (1.4462)

L5 Stainless steel 1.4571

L1 Carbon steel 1.7335 (13CrMo44)

L4 Carbon steel 1.5415 
(15Mo3/16Mo3)

L2 Carbon steel 1.7380 (10CrMo910)

L3 Carbon steel 1.0460 (C22.8)

F2 Carbon steel 1018

9 Total length [L]

0110 110 mm

0140 140 mm

0170 170 mm

0200 200 mm

0260 260 mm

0410 410 mm

**** Please specify (e.g. 184 mm = 0184)

10 Insertion length [U1]

0130 130 mm

0190 190 mm

0340 340 mm

**** Please specify (e.g. 184 mm = 0184)

ZZZZ Without (for welding)

11 Tapering length [U]

0065 65 mm

0073 73 mm

0125 125 mm

0133 133 mm

0275 275 mm

**** Please specify (e.g. 184 mm = 0184)

12 RTD / TC / Thermometer assembly

1A TR10 Industrial RTD assembly

1B TC10 Industrial TC assembly

1C TR15 Remote RTD assembly

1D TC15 Remote TC assembly

1F TR75 DiwiTherm®

YY Dial Thermometer (Bimetal / Gas 
actuated)

ZZ Without

13 Certificates

1 Quality certificates

Z Without

14 Additional order details

T Additional text

Z Without

TW55
Create your product part number by selecting the appropriate assembly items from each of the categories 
below. Enter the item code into the applicable box to generate the part number.

Note:  Some configurations are unavailable.  Your WIKA sales person 
will notify you if you have made an incorrect selection


